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UI150 SERIES

Characteristic Curve

Derating Curve vs. Ambient Temperature - Vin=115VAC Derating Curve vs. Ambient Temperature - Vin=230VAC

Derating Curve vs. Ambient Temperature - Vin=115VAC Derating Curve vs. Ambient Temperature - Vin=230VAC

Derating Curve vs. Input Voltage

Efficiency vs. Output Load Efficiency vs. Input Voltage
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UI150 SERIES

Mechanical Drawing

Din Rail Type: UID150-XXXOpen Type: UI0150-XXX

PIN CON1-INPUT

1 Line

3 Neutral

CON2-OUTPUT

1 -Vout

2 -Vout

3 -Vout

4 +Vout

5 +Vout

6 +Vout

PIN CON1-FAN

1 -Fan

2 +Fan

PIN CONNECTION

Either one of four screw holes 
of Open/Chassis type can be 
considered as PE connection 
for CLASS I application.

Enclosed Type: UI150-XXX Chassis Type: UIU150-XXX

1. All dimensions in inches (mm)

2. Tolerance:  x.xx±0.02 (x.x±0.5) 
x.xxx±0.01 (x.xx±0.25)

3. M3×0.5 screw locked torque  
    MAX 5Kgf.cm/0.49N.m

*  

Mates with: 
Molex housing: 22-01-1022 
Molex crimp terminals: 2759
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UI150 SERIES

Mechanical Drawing (cont.)

Din Rail Type with FANEnclosed Type with FAN

PIN CONNECTION

*  

PIN CON1-INPUT

1 Line

3 Neutral

CON2-OUTPUT

1 -Vout

2 -Vout

3 -Vout

4 +Vout

5 +Vout

6 +Vout

PIN CON1-FAN

1 -Fan

3 +Fan

Either one of four screws holes 
of Open/Chassis type can be 
considered as PE connection 
for CLASS I application.

1. All dimensions in inch (mm)

2. Tolerance:  x.xx±0.02 (x.x±0.5) 
x.xxx±0.01 (x.xx±0.25)

3. M3×0.5 screw locked torque  
    MAX 5Kgf.cm/0.49N.m

*  

Mates with: 
Molex housing: 22-01-1022 
Molex crimp terminals: 2759

External Fan Option

There is an external fan option for the UIOU UIOD models. 
The fan’s life is shorter than the power supply and has a two 
year warranty. 

Specifications for replacement: 
Fan dimensions: 40 x 40 x 10 mm 
Air flow: 7 CFM

Fan

40mm, typ.


